Chemicals and poisons cabinets ...

- for pesticides  
  page 2

- underbench cabinets  
  page 3

- „ECO“  
  page 4

- with sliding doors  
  page 5

- standard  
  page 6-7

- with pull-out trays  
  page 8-9

- combi cabinets  
  page 10-11

- apothecary cabinets / corner cabinets  
  page 12-13

- for one resp. two 60 liter drums vertical  
  page 14-15

- for one resp. two 200 liter drums vertical / 60 liter drums horizontal  
  page 16-18

- for canister  
  page 19

- for small containers resp. 60 liter drums with safety box  
  page 20-21

Brand quality  
MADE by LACONT
For storage of water-endangering pesticides in small containers indoors

- Made from high quality sheet steel
- Powder-coated in RAL 6011 - reseda green
- Doors reinforced, with handle cylinder lock
- Height-adjustable storage levels
- Ventilation slots in the doors
- Cabinets 1000 mm height with 2 storage levels
- Cabinets 1950 mm height with 4 storage levels
- Base sump tray (AW) made from 3 mm sheet steel, with Ü-sign according to steel trough guidelines
- Bottoms of base sump trays (WB) are liquid-tight welded, max. load capacity 50 kg

---

**Model**

<table>
<thead>
<tr>
<th>Model</th>
<th>PSM 500-1000</th>
<th>PSM 950-1000</th>
<th>PSM 950</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>500 x 500 x 1000</td>
<td>950 x 500 x 1000</td>
<td>950 x 500 x 1950</td>
</tr>
<tr>
<td>Door(s)</td>
<td>1</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 30 / WB 1 x 20</td>
<td>AW 1 x 30 / WB 1 x 20</td>
<td>AW 1 x 30 / WB 1 x 20</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>30</td>
<td>48</td>
<td>47</td>
</tr>
<tr>
<td>Article No., RAL 6011</td>
<td>B80-6110-A</td>
<td>B80-6111-A</td>
<td>B80-6112-A</td>
</tr>
</tbody>
</table>

**Accessories**

- Tray-shaped shelf, sheet steel RAL 6011: B80-6115-A
- PE-insert for base sump tray: B80-6106-A
- For storage of aggressive media: B80-6108-A
- PE-insert for tray-shaped shelf: B80-6109-A
- For storage of aggressive media: B80-6110-A
- Reinforcement kit for load capacity 90 kg: B80-6115-A
**CHS - AUS UNDERBENCH CABINETS**

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey
- Door(s) with central cylinder lock
- Ventilation slots in the door(s)
- DN 80 ventilation connection for exhaust air extraction in the back wall
- Base sump tray made from 3 mm powder-coated sheet steel as per §19 WHG, with Ü-sign according to steel trough guidelines

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS-AUS 600</th>
<th>CHS-AUS 1100</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dim.</td>
<td>600 x 570 x 600</td>
<td>1100 x 570 x 600</td>
</tr>
<tr>
<td>Internal dim.</td>
<td>525 x 525 x 530</td>
<td>1025 x 525 x 530</td>
</tr>
<tr>
<td>Sump capacity</td>
<td>30</td>
<td>30</td>
</tr>
<tr>
<td>Door(s)</td>
<td>1 (DIN right)</td>
<td>2</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>27</td>
<td>45</td>
</tr>
<tr>
<td>Art. No., outer body: RAL 7035 - light grey</td>
<td>B80-6223-A</td>
<td>B80-6220-A</td>
</tr>
</tbody>
</table>

**CHS HEIGHT 1000 / 1300 MM**

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey
- Door(s) with central cylinder lock
- Ventilation slots in the door(s)
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction in the back wall

**With inner fittings:**

**CHS 950-1000 / CHS 600-1300:**
- 1 tray-shaped shelf (EW) for CHS 950-1000; 2 tray-shaped shelves (EW) for CHS 600-1300, made from powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW), made from powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS 950-1000</th>
<th>CHS 600-1300</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dim.</td>
<td>950 x 500 x 1000</td>
<td>600 x 570 x 1315</td>
</tr>
<tr>
<td>Internal dim.</td>
<td>862 x 467 x 894</td>
<td>512 x 544 x 1310</td>
</tr>
<tr>
<td>Sump capacity</td>
<td>AW 1 x 30 / EW 1 x 20</td>
<td>AW 1 x 30 / EW 2 x 20</td>
</tr>
<tr>
<td>Door(s)</td>
<td>2</td>
<td>1 (DIN right)</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>39</td>
<td>48</td>
</tr>
<tr>
<td>Art. No., outer body: RAL 7035 - light grey</td>
<td>B80-6122-A</td>
<td>B80-6133-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey,
  door(s) in RAL 1018 - zinc yellow
- Door(s) with central cylinder lock
- Ventilation slots in the door(s)
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof optionally available
- With inner fittings:
  CS Eco 600 / CS Eco 950 / CS Eco 1200:
  - 3 tray-shaped shelves (EW), galvanized
  - Base sump tray (BW), galvanized

---

### CHEMICALS AND POISONS CABINETS ECO HEIGHT 1950 MM

<table>
<thead>
<tr>
<th>Model</th>
<th>CS Eco 600</th>
<th>CS Eco 950</th>
<th>CS Eco 1200</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>600 x 570 x 1935</td>
<td>950 x 500 x 1950</td>
<td>1200 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>564 x 512 x 1890</td>
<td>910 x 440 x 1903</td>
<td>1160 x 440 x 1903</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>BW 1 x 30 / EW 3 x 20</td>
<td>BW 1 x 30 / EW 3 x 20</td>
<td>BW 1 x 39 / EW 3 x 20</td>
</tr>
<tr>
<td>Door(s)</td>
<td>1 (DIN right)</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>57</td>
<td>74</td>
<td>98</td>
</tr>
</tbody>
</table>

Art. No., outer body: RAL 7035 - light grey, door(s) RAL 1018 - zinc yellow

<table>
<thead>
<tr>
<th>Accessories</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, galvanized</td>
<td>B80-6471-A</td>
<td>B80-6472-A</td>
<td>B80-6473-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
<td>B80-2828-A</td>
<td>B80-6129-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
<td>B80-2830-A</td>
<td>B80-6128-A</td>
</tr>
<tr>
<td>Safe compartment</td>
<td>B80-6138-A</td>
<td>B80-6243-A</td>
<td>B80-6254-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS WITH SLIDING DOORS HEIGHT 1950 MM

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey
- 2 sliding doors with central cylinder lock
- Ventilation slots in the doors
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

**With inner fittings:**
- 3 shelves - CHS 950 ST / CHS 1200 ST resp. 2 x 4 shelves - CHS 1800 ST, non-tilt, height-adjustable at intervals of 25 mm, max. load 50 kg
- 1 base sump tray (AW) - CHS 950 ST / CHS 1200 ST resp. 2 base sump trays (AW) - CHS 1800 ST, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

### Model Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS 950 ST</th>
<th>CHS 1200 ST</th>
<th>CHS 1800 ST</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>950 x 500 x 1935</td>
<td>1200 x 500 x 1935</td>
<td>1800 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>936 x 435 x 1930</td>
<td>1186 x 435 x 1930</td>
<td>1772 x 436 x 1844</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 30</td>
<td>AW 1 x 30</td>
<td>AW 2 x 30</td>
</tr>
<tr>
<td>Sliding doors</td>
<td>2</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>76</td>
<td>100</td>
<td>148</td>
</tr>
</tbody>
</table>

**Outer body:** RAL 7035 - light grey

| Art. No., doors: RAL 1018 - zinc yellow | - | - | B80-6219-A |

**Accessories**

<table>
<thead>
<tr>
<th>Accessory Description</th>
<th>Article No. 1</th>
<th>Article No. 2</th>
<th>Article No. 3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Shelf, RAL 7035 - light grey</td>
<td>B80-6142-A</td>
<td>B80-6143-A</td>
<td>B80-2878-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6551-A</td>
<td>B80-6552-A</td>
<td>B80-6221-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

CHEMICALS AND POISONS CABINETS HEIGHT 1950 MM

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Door(s) with central cylinder lock
- Ventilation slots in the door(s)
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- With inner fittings:
  **CHS 600 / CHS 950 / CHS 1200:**
  - 3 tray-shaped shelves (EW), made from powder-coated sheet steel in RAL 7035 - light grey
  - Base sump tray (AW), made from powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG with Ü-sign according to steel trough guidelines

**CHEMICALS AND POISONS CABINETS HEIGHT 1950 MM**

**Model**

**CHS 600**

- External dimensions W x D x H (mm) 600 x 570 x 1935
- Internal dimensions W x D x H (mm) 564 x 512 x 1890
- Door(s) 1 (DIN right)
- Weight (kg) 58

**CHS 950**

- External dimensions W x D x H (mm) 950 x 500 x 1950
- Internal dimensions W x D x H (mm) 910 x 440 x 1903
- Door(s) 2
- Weight (kg) 76

**CHS 1200**

- External dimensions W x D x H (mm) 1200 x 500 x 1950
- Internal dimensions W x D x H (mm) 1160 x 440 x 1903
- Door(s) 2
- Weight (kg) 100

**Outer body is always: RAL 7035 - light grey**

<table>
<thead>
<tr>
<th>Art. No., door(s)</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>RAL 7035 - light grey</td>
<td>B80-6134-A</td>
<td>B80-6210-A</td>
<td>B80-6212-A</td>
</tr>
<tr>
<td>RAL 5015 - sky blue</td>
<td>B80-6161-A</td>
<td>B80-6166-A</td>
<td>B80-6171-A</td>
</tr>
<tr>
<td>RAL 1018 - zinc yellow</td>
<td>B80-6162-A</td>
<td>B80-6167-A</td>
<td>B80-6172-A</td>
</tr>
<tr>
<td>RAL 6011 - reseda green</td>
<td>B80-6163-A</td>
<td>B80-6168-A</td>
<td>B80-6173-A</td>
</tr>
<tr>
<td>RAL 3000 - fire red</td>
<td>B80-6164-A</td>
<td>B80-6169-A</td>
<td>B80-6174-A</td>
</tr>
<tr>
<td>RAL 6019 - white green</td>
<td>B80-6165-A</td>
<td>B80-6170-A</td>
<td>B80-6175-A</td>
</tr>
</tbody>
</table>

**Accessories**

<table>
<thead>
<tr>
<th>Art. No., Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, RAL 7035</td>
<td>B80-6135-A</td>
<td>B80-2826-A</td>
<td>B80-6127-A</td>
</tr>
<tr>
<td>Perforated metal cover for base sump tray, RAL 7035</td>
<td>B80-6520-A</td>
<td>B80-6521-A</td>
<td>B80-6522-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
<td>B80-2828-A</td>
<td>B80-6129-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
<td>B80-2830-A</td>
<td>B80-6128-A</td>
</tr>
<tr>
<td>Safe compartment sheet steel, RAL 7035</td>
<td>B80-6138-A</td>
<td>B80-6243-A</td>
<td>B80-6254-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

CHEMICALS AND POISONS CABINETS HEIGHT 1950 MM WITH ACRYLIC GLASS DOORS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Acrylic glass door(s) with central cylinder lock
- Ventilation slots in the door(s)
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

With inner fittings:

**CHS 600 GL / CHS 950 GL / CHS 1200 GL:**

- 3 tray-shaped shelves (EW), made from powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW), made from powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG with Ü-sign according to steel trough guidelines

---

**Model**

<table>
<thead>
<tr>
<th>CHS 600 GL</th>
<th>CHS 950 GL</th>
<th>CHS 1200 GL</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>600 x 570 x 1935</td>
<td>950 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>564 x 512 x 1890</td>
<td>910 x 440 x 1903</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 30 / EW 3 x 20</td>
<td>AW 1 x 30 / EW 3 x 20</td>
</tr>
<tr>
<td>Door(s)</td>
<td>1 (DIN right, acrylic glass door)</td>
<td>2 (acrylic glass doors)</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>58</td>
<td>76</td>
</tr>
</tbody>
</table>

Outer body is always RAL 7035 - light grey

- Art. No., door(s) RAL 7035 - light grey
  - CHS 600 GL: B80-6176-A
  - CHS 950 GL: B80-6176-A
  - CHS 1200 GL: B80-6187-A
- Art. No., door(s) RAL 5015 - sky blue
  - CHS 600 GL: B80-6177-A
  - CHS 950 GL: B80-6177-A
  - CHS 1200 GL: B80-6188-A
- Art. No., door(s) RAL 1018 - zinc yellow
  - CHS 600 GL: B80-6178-A
  - CHS 950 GL: B80-6178-A
  - CHS 1200 GL: B80-6189-A
- Art. No., door(s) RAL 6011 - reseda green
  - CHS 600 GL: B80-6179-A
  - CHS 950 GL: B80-6179-A
  - CHS 1200 GL: B80-6190-A
- Art. No., door(s) RAL 3000 - fire red
  - CHS 600 GL: B80-6180-A
  - CHS 950 GL: B80-6180-A
  - CHS 1200 GL: B80-6191-A
- Art. No., door(s) RAL 6019 - white green
  - CHS 600 GL: B80-6181-A
  - CHS 950 GL: B80-6181-A
  - CHS 1200 GL: B80-6192-A

---

Accessories

- Article No.
  - Tray-shaped shelf, RAL 7035: B80-6135-A
  - Perforated metal cover for base sump tray, RAL 7035: B80-6520-A
  - PE-insert for base sump tray, for storage of aggressive media: B80-6136-A
  - PE-insert for tray-shaped shelf, for storage of aggressive media: B80-6137-A
  - Safe compartment sheet steel, RAL 7035: B80-6138-A

---

NEW in the product range

6 door colors available - at no extra charge!
For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Door(s) with central cylinder lock
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- Ventilation slots in the door(s)

**With inner fittings:**
- 1 tray-shaped shelf (EW), non-tilt, height-adjustable at intervals of 25 mm, max. load 50 kg
- 2 pull-out trays (AZ) with full extension, max. load 50 kg
- Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

**CHEMICALS AND POISONS CABINETS WITH PULL-OUT TRAYS HEIGHT 1950 MM**

**CHEMICALS AND POISONS CABINETS**

**CHEMICALS AND POISONS CABINETS**

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Door(s) with central cylinder lock
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- Ventilation slots in the door(s)

**With inner fittings:**
- 1 tray-shaped shelf (EW), non-tilt, height-adjustable at intervals of 25 mm, max. load 50 kg
- 2 pull-out trays (AZ) with full extension, max. load 50 kg
- Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

**NEW in the product range**

**6 door colors available - at no extra charge!**

---

**Model** | **CHS 600 VS** | **CHS 950 VS** | **CHS 1200 VS**
--- | --- | --- | ---
External dimensions W x D x H (mm) | 600 x 570 x 1935 | 950 x 500 x 1950 | 1200 x 500 x 1950
Internal dimensions W x D x H (mm) | 564 x 512 x 1890 | 910 x 440 x 1903 | 1160 x 440 x 1903
Sump capacity (l) | AW 1 x 30 / AZ 2 x 20 / EW 1 x 20 | AW 1 x 30 / AZ 2 x 20 / EW 1 x 20 | AW 1 x 39 / AZ 2 x 20 / EW 1 x 20
Wing doors | 1 (DIN right) | 2 | 2
Weight (kg) | 58 | 80 | 100

**Outer body is always: RAL 7035 - light grey**

- **Art. No., door(s) RAL 7035 - light grey**
  - CHS 600 VS: B80-6144-A
  - CHS 950 VS: B80-6217-A
  - CHS 1200 VS: B80-6145-A
- **Art. No., door(s) RAL 5015 - sky blue**
  - CHS 600 VS: B80-6193-A
  - CHS 950 VS: B80-6400-A
  - CHS 1200 VS: B80-6405-A
- **Art. No., door(s) RAL 1018 - zinc yellow**
  - CHS 600 VS: B80-6194-A
  - CHS 950 VS: B80-6401-A
  - CHS 1200 VS: B80-6406-A
- **Art. No., door(s) RAL 6011 - reseda green**
  - CHS 600 VS: B80-6195-A
  - CHS 950 VS: B80-6402-A
  - CHS 1200 VS: B80-6407-A
- **Art. No., door(s) RAL 3000 - fire red**
  - CHS 600 VS: B80-6196-A
  - CHS 950 VS: B80-6403-A
  - CHS 1200 VS: B80-6408-A
- **Art. No., door(s) RAL 6019 - white green**
  - CHS 600 VS: B80-6197-A
  - CHS 950 VS: B80-6404-A
  - CHS 1200 VS: B80-6409-A

**Accessories**

<table>
<thead>
<tr>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035</td>
<td>B80-6135-A</td>
<td>B80-6286-A</td>
</tr>
<tr>
<td>Pull-out tray, sheet steel RAL 7035</td>
<td>B80-6146-A</td>
<td>B80-6271-A</td>
</tr>
<tr>
<td>Perforated metal cover for base sump tray, RAL 7035</td>
<td>B80-6520-A</td>
<td>B80-6521-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
<td>B80-6288-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
<td>B80-6283-A</td>
</tr>
<tr>
<td>PE-insert for pull-out tray, for storage of aggressive media</td>
<td>B80-6524-A</td>
<td>B80-6525-A</td>
</tr>
<tr>
<td>Safe compartment sheet steel, RAL 7035</td>
<td>B80-6138-A</td>
<td>B80-6243-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Acrylic glass door(s) with central cylinder lock
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- Ventilation slots in the door(s)

- **With inner fittings:**
  - 1 tray-shaped shelf (EW), non-tilt, height-adjustable at intervals of 25 mm, max. load 50 kg
  - 2 pull-out trays (AZ) with full extension, max. load 50 kg
  - Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

---

**CHEMICALS AND POISONS CABINETS WITH PULL-OUT TRAYS HEIGHT 1950 MM WITH ACRYLIC GLASS DOORS**

- Model: CHS 600 VS GL, door RAL 5015
  - Article No. B80-6411-A
- Model: CHS 950 VS GL, doors RAL 6011
  - Article No. B80-6419-A
- Model: CHS 1200 VS GL, doors RAL 1018
  - Article No. B80-6424-A

---

**Model** | **CHS 600 VS GL** | **CHS 950 VS GL** | **CHS 1200 VS GL**
--- | --- | --- | ---
External dimensions W x D x H (mm) | 600 x 570 x 1935 | 950 x 500 x 1950 | 1200 x 500 x 1950
Internal dimensions W x D x H (mm) | 564 x 512 x 1890 | 910 x 440 x 1903 | 1160 x 440 x 1903
Sump capacity (l) | AW 1 x 30 / AZ 2 x 20 / EW 1 x 20 | AW 1 x 30 / AZ 2 x 20 / EW 1 x 20 | AW 1 x 39 / AZ 2 x 20 / EW 1 x 20
Wing doors | 1 (DIN right, acrylic glass door) | 2 (acrylic glass doors) | 2 (acrylic glass doors)
Weight (kg) | 58 | 80 | 100

---

**Outer body is always: RAL 7035 - light grey**
- Art. No., door(s) RAL 7035 - light grey
  - B80-6410-A
  - B80-6411-A
  - B80-6412-A
  - B80-6413-A
  - B80-6414-A
  - B80-6415-A

---

**Accessories**

<table>
<thead>
<tr>
<th>Item</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035</td>
<td>B80-6135-A</td>
</tr>
<tr>
<td>Pull-out tray, sheet steel RAL 7035</td>
<td>B80-6146-A</td>
</tr>
<tr>
<td>Perforated metal cover for base sump tray, RAL 7035</td>
<td>B80-6520-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
</tr>
<tr>
<td>PE-insert for pull-out tray, for storage of aggressive media</td>
<td>B80-6524-A</td>
</tr>
<tr>
<td>Safe compartment sheet steel, RAL 7035</td>
<td>B80-6138-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

COMBI CHEMICALS AND POISONS CABINETS HEIGHT 1935 MM

For separately, safe and regular storage of non-flammable hazardous substances and chemicals in one cabinet

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Each compartment separately lockable
- Ventilation slots in the doors
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- Doors hinge DIN right as standard (DIN left available on request)

With inner fittings:

**CSK 600-2 / CSK 600-3:**

- Tray-shaped shelves (EW), made from powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

---

### Model Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>CSK 600-2</th>
<th>CSK 600-3</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>600 x 570 x 1935</td>
<td>600 x 570 x 1935</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>564 x 512 x 1890</td>
<td>564 x 512 x 1890</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 30 / EW 3 x 20</td>
<td>AW 1 x 30 / EW 2 x 20</td>
</tr>
<tr>
<td>Wing doors</td>
<td>2 (DIN right)</td>
<td>3 (DIN right)</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>60</td>
<td>61</td>
</tr>
</tbody>
</table>

Outer body is always: RAL 7035 - light grey

Art. No., doors RAL 7035 - light grey
- B80-6527-A
- B80-6533-A

Art. No., doors RAL 5015 - sky blue
- B80-6528-A
- B80-6534-A

Art. No., doors RAL 1018 - zinc yellow
- B80-6529-A
- B80-6535-A

Art. No., doors RAL 6011 - reseda green
- B80-6530-A
- B80-6536-A

Art. No., doors RAL 3000 - fire red
- B80-6531-A
- B80-6537-A

Art. No., doors RAL 6019 - white green
- B80-6532-A
- B80-6538-A

### Accessories

<table>
<thead>
<tr>
<th>Accessories</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035</td>
<td>B80-6135-A</td>
<td>B80-6135-A</td>
</tr>
<tr>
<td>Pull-out tray, sheet steel RAL 7035</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
</tr>
<tr>
<td>Perforated metal cover for base sump tray, RAL 7035</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
</tr>
<tr>
<td>PE-insert for pull-out tray, for storage of aggressive media</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
</tr>
</tbody>
</table>

---

CSK 600-2, doors RAL 1015
- Article No. B80-6528-A, with optional pull-out trays

CSK 600-3, doors RAL 3000
- Article No. B80-6534-A

CSK 600-3, doors RAL 5015
- Article No. B80-6537-A

CSK 600-2, doors RAL 3000
- Article No. B80-6531-A
COMBI CHEMICALS AND POISONS CABINETS

For separately, safe and regular storage of non-flammable hazardous substances and chemicals in one cabinet

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Each compartment separately lockable
- Ventilation slots in the doors(s)
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- With inner fittings:
  CSK 1200-4 / CSK 1200-6:
  - Tray-shaped shelves (EW), made from powder-coated sheet steel in RAL 7035 - light grey
  - Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

### CHEMICALS AND POISONS CABINETS HEIGHT 1935 MM

<table>
<thead>
<tr>
<th>Model</th>
<th>CSK 1200-4</th>
<th>CSK 1200-6</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>1200 x 570 x 1935</td>
<td>1200 x 570 x 1935</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>2 x 564 x 512 x 1890</td>
<td>2 x 564 x 512 x 1890</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 2 x 30 / EW 6 x 20</td>
<td>AW 2 x 30 / EW 4 x 20</td>
</tr>
<tr>
<td>Wing doors</td>
<td>4</td>
<td>6</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>120</td>
<td>122</td>
</tr>
</tbody>
</table>

### Accessories

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035</td>
<td>B80-6539-A</td>
<td>B80-6540-A</td>
<td>B80-6541-A</td>
<td>B80-6542-A</td>
<td>B80-6543-A</td>
<td>B80-6544-A</td>
</tr>
<tr>
<td>Pull-out tray, sheet steel RAL 7035</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
<td>B80-6146-A</td>
</tr>
<tr>
<td>Perforated metal cover for base sump tray, RAL 7035</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
<td>B80-6520-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
<td>B80-6136-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
<td>B80-6137-A</td>
</tr>
<tr>
<td>PE-insert for pull-out tray, for storage of aggressive media</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
<td>B80-6524-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS APOTHECARY CABINETS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey
- Door(s) with central cylinder lock
- Ventilation slots near the floor
- Tray-shaped shelves, non-tilt
  - max. load 20 kg / shelf,
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

- With inner fittings, per pull-out door:
  - 4 tray-shaped shelves (EW), powder-coated sheet steel in RAL 7035 - light grey
  - Base sump tray (BW), powder-coated sheet steel in RAL 7035 - light grey

### CHEMICALS AND POISONS CABINETS

**Model**

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS-APO 600</th>
<th>CHS-APO 1200</th>
<th>CHS-APO 1800</th>
<th>CHS-APO 2400</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions (W \times D \times H) (mm)</td>
<td>600 \times 500 \times 1950</td>
<td>1200 \times 500 \times 1950</td>
<td>1800 \times 500 \times 1950</td>
<td>2400 \times 500 \times 1950</td>
</tr>
<tr>
<td>Internal dimensions (W \times D \times H) (mm)</td>
<td>475 \times 435 \times 1800</td>
<td>2 \times (475 \times 435 \times 1800)</td>
<td>3 \times (475 \times 435 \times 1800)</td>
<td>4 \times (475 \times 435 \times 1800)</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>BW 1 x 20 / EW 4 x 10</td>
<td>BW 2 x 20 / EW 8 x 10</td>
<td>BW 3 x 20 / EW 12 x 10</td>
<td>BW 4 x 20 / EW 16 x 10</td>
</tr>
<tr>
<td>Pull-out door(s)</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td>4</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>85</td>
<td>170</td>
<td>255</td>
<td>340</td>
</tr>
<tr>
<td>Art. No., outer body: RAL 7035 - light grey</td>
<td>B80-6226-A</td>
<td>B80-6227-A</td>
<td>B80-6228-A</td>
<td>B80-6229-A</td>
</tr>
</tbody>
</table>

### Accessories

<table>
<thead>
<tr>
<th>Accessories</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf RAL 7035</td>
<td>B80-6230-A</td>
<td>B80-6230-A</td>
<td>B80-6230-A</td>
<td>B80-6230-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6231-A</td>
<td>B80-6231-A</td>
<td>B80-6231-A</td>
<td>B80-6231-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6232-A</td>
<td>B80-6232-A</td>
<td>B80-6232-A</td>
<td>B80-6232-A</td>
</tr>
<tr>
<td>Non-slip mat for base sump tray or tray-shaped shelf</td>
<td>B80-6244-A</td>
<td>B80-6244-A</td>
<td>B80-6244-A</td>
<td>B80-6244-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

CHEMICALS AND POISONS CORNER CABINETS HEIGHT 1950 MM

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Door with central cylinder lock, Model GL with acrylic glass door
- Ventilation slots in the door
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

With inner fittings:

**CHS-ECK / CHS-ECK GL:**
- 3 tray-shaped shelves (EW), made from powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW) made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per §19 WHG, with Ü-sign according to steel trough guidelines

---

Model | CHS-ECK | CHS-ECK GL
--- | --- | ---
External dimensions W x D x H (mm) | 858 x 858 x 1950 | 858 x 858 x 1950
Internal dimensions W x D x H (mm) | 824 x 824 x 1903 | 824 x 824 x 1903
Sump capacity (l) | AW 1 x 30 / EW 3 x 20 | AW 1 x 39 / EW 3 x 20
Wing door | 1 (DIN right) | 1 (DIN right, acrylic glass door)
Weight (kg) | 100 | 100

Outer body is always: RAL 7035 - light grey

| Art. No., door RAL 7035 - light grey | B80-6504-A | B80-6514-A |
| Art. No., door RAL 5015 - sky blue | B80-6505-A | B80-6515-A |
| Art. No., door RAL 1018 - zinc yellow | B80-6506-A | B80-6516-A |
| Art. No., door RAL 6011 - reseda green | B80-6507-A | B80-6517-A |
| Art. No., door RAL 3000 - fire red | B80-6508-A | B80-6518-A |
| Art. No., door RAL 6019 - white green | B80-6509-A | B80-6519-A |

Accessories | Article No. | Article No.
--- | --- | ---
Tray-shaped shelf RAL 7035 | B80-6510-A | B80-6510-A |
Perforated metal cover for base sump tray, RAL 7035 | B80-6511-A | B80-6511-A |
PE-insert for base sump tray, for storage of aggressive media | B80-6512-A | B80-6512-A |
PE-insert for tray-shaped shelf, for storage of aggressive media | B80-6513-A | B80-6513-A |
CHEMICALS AND POISONS CABINETS FOR ONE 60 LITER DRUM / CHS-1FAS 950

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, door colors available in RAL 7035 - light grey or RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- Shelves
  - mounted, max. load 20 kg / shelf
  - height interval 275 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- With inner fittings:
  - with four shelves (EB), powder-coated sheet steel, in RAL 7035 - light grey
  - Base sump tray (AW), sump capacity 65 liters, with grid as storage level, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per § 19 WHG, with Ü-sign according to steel troughs guidelines
  - Rail to fix accessories

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS-1FAS 950</th>
<th>CHS-1FAS 950 GL</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>950 x 500 x 1950</td>
<td>950 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)*</td>
<td>910 x 440 x 1719</td>
<td>910 x 440 x 1719</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 65</td>
<td>AW 1 x 65</td>
</tr>
<tr>
<td>Double-winged doors</td>
<td>2 (acrylic glass doors)</td>
<td>2 (acrylic glass doors)</td>
</tr>
<tr>
<td>Capacity</td>
<td>1 x 60 liter drum + small containers</td>
<td>1 x 60 liter drum + small containers</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>105</td>
<td>105</td>
</tr>
</tbody>
</table>

Outer body is always RAL 7035 - light grey

Art. No., doors RAL 7035 - light grey: B80-6241-A
Art. No., doors RAL 5015 - sky blue: B80-6474-A

* Height from top level grid

Accessory

<table>
<thead>
<tr>
<th>PE-insert for base sump tray, for storage of aggressive media</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>B80-6240-A</td>
</tr>
</tbody>
</table>

2 door colors available!
CHEMICALS AND POISONS CABINSETS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, door colors available in RAL 7035 - light grey or RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- Tray-shaped shelf
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

With inner fittings:
- 1 tray-shaped shelf (EW), powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW), sump capacity 65 liters, with grid as storage level, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per § 19 WHG, with Ü-sign according to steel troughs guidelines

CHS-2FAS 950 GL,
Article No. B80-6239-A,
with optional safe compartment

CHS-2FAS 950 GL,
Article No. B80-6239-A,
with additional tray-shaped shelf

**Model**

<table>
<thead>
<tr>
<th>CHS-2FAS 950</th>
<th>CHS-2FAS 950 GL</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>950 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)*</td>
<td>910 x 440 x 1719</td>
</tr>
<tr>
<td>Sump capacity (l)</td>
<td>AW 1 x 65 / EW 1 x 20</td>
</tr>
<tr>
<td>Double-winged doors</td>
<td>2</td>
</tr>
<tr>
<td>Capacity</td>
<td>2 x 60 liter drum + small containers</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>100</td>
</tr>
</tbody>
</table>

**ART. NO., DOORS RAL 7035 - LIGHT GREY**

<table>
<thead>
<tr>
<th>CHS-2FAS 950</th>
<th>CHS-2FAS 950 GL</th>
</tr>
</thead>
<tbody>
<tr>
<td>B80-6225-A</td>
<td>B80-6225-A</td>
</tr>
<tr>
<td>B80-6239-A</td>
<td>B80-6239-A</td>
</tr>
</tbody>
</table>

**ART. NO., DOORS RAL 5015 - SKY BLUE**

<table>
<thead>
<tr>
<th>CHS-2FAS 950</th>
<th>CHS-2FAS 950 GL</th>
</tr>
</thead>
<tbody>
<tr>
<td>B80-6428-A</td>
<td>B80-6428-A</td>
</tr>
<tr>
<td>B80-6433-A</td>
<td>B80-6433-A</td>
</tr>
</tbody>
</table>

*Height from top level grid

**Accessories**

<table>
<thead>
<tr>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035</td>
<td>B80-2826-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-6249-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-2839-A</td>
</tr>
<tr>
<td>Safe compartment</td>
<td>B80-6243-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey / doors RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- Tray-shaped shelf
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

With inner fittings:
- 1 tray-shaped shelf (EW), powder-coated sheet steel in RAL 7035 - light grey
- Base sump tray (AW), sump capacity 220 liters, with grid as storage level, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per § 19 WHG, with Ü-sign according to steel troughs guidelines

For CHEMICALS AND POISONS CABINETS FOR ONE 200 LITER DRUM / CHS-1FAS 950-660

CHS-1FAS 950-660, Article No. B80-6245-A

Model | CHS-1FAS 950-660
--- | ---
External dimensions W x D x H (mm) | 950 x 660 x 1950
Internal dimensions W x D x H (mm)* | 862 x 618 x 1500
Sump capacity (l) | AW 1 x 220 / EW 1 x 20
Double-winged doors | 2
Capacity | 1 x 200 liter drum + small containers
Weight (kg) | 135

Art. No., outer body: RAL 7035 - light grey, doors: RAL 5015 - sky blue

Accessories | Article No.
--- | ---
PE-insert for base sump tray, for storage of aggressive media | B80-6247-A
Tray-shaped shelf, sheet steel RAL 7035 - light grey | B80-2826-A
PE-insert for tray-shaped shelf, for storage of aggressive media | B80-2830-A

* Height from top level grid
CHEMICALS AND POISONS CABINETS

CHEMICALS AND POISONS CABINETS FOR TWO 200 LITER DRUMS / CHS-2FAS 1500

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey / doors RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- Tray-shaped shelf
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- With inner fittings:
  - 1 tray-shaped shelf (EW), powder-coated sheet steel in RAL 7035 - light grey
  - Base sump tray (AW), sump capacity 220 liters, with grid as storage level, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per § 19 WHG, with Ü-sign according to steel troughs guidelines

Model | CHS-2FAS 1500
---|---
External dimensions W x D x H (mm) | 1500 x 660 x 1950
Internal dimensions W x D x H (mm)* | 1475 x 618 x 1694
Sump capacity (l) | AW 1 x 220 / EW 1 x 30
Double-winged doors | 2
Capacity | 2 x 200 liter drum + small containers
Weight (kg) | 145
Art. No., outer body: RAL 7035 - light grey, doors: RAL 5015 - sky blue | B80-6246-A

* Height from top level grid

Accessories | Article No.
---|---
PE-insert for base sump tray, for storage of aggressive media | B80-6248-A
Tray-shaped shelf, sheet steel RAL 7035 - light grey | B80-6132-A
PE-insert for tray-shaped shelf, for storage of aggressive media | B80-6553-A
CHEMICALS AND POISONS CABINETS FOR 60 LITER DRUMS HORIZONTAL

For safe and regular storage of non-flammable hazardous substances and chemicals in workspaces
- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey / doors RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- DN 80 ventilation connection for exhaust air extraction on cabinet roof
- With inner fittings:
  - Built-in shelving with 3 storage levels, optionally with 60 liter drum support or grid level for small containers
  - All shelving parts galvanized
  - Height-adjustable storage levels at intervals of 25 mm
  - Base sump tray (AW), sump capacity 65 liters, made from 3 mm powder-coated sheet steel as per § 19 WHG, with Ü-sign according to steel trough guidelines
  - With integrated foldable drip-loss protection in order to direct drip-loss into the base sump tray

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS-FAS 950-460 GR</th>
<th>CHS-FAS 950-660 R</th>
<th>CHS-FAS 1500-660 GR</th>
<th>CHS-FAS 1500-960</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>950 x 698 x 1950</td>
<td>950 x 698 x 1950</td>
<td>1500 x 698 x 1950</td>
<td>1500 x 698 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>862 x 656 x 1945</td>
<td>862 x 656 x 1945</td>
<td>1475 x 656 x 1945</td>
<td>1475 x 656 x 1945</td>
</tr>
<tr>
<td>Sump capacity base sump tray (l)</td>
<td>65</td>
<td>65</td>
<td>65</td>
<td>65</td>
</tr>
<tr>
<td>Double-winged doors</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Capacity 60 liter steel drums lying</td>
<td>4</td>
<td>6</td>
<td>6</td>
<td>9</td>
</tr>
<tr>
<td>Grid level for storage of small containers</td>
<td>1</td>
<td>-</td>
<td>1</td>
<td>-</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>130</td>
<td>130</td>
<td>140</td>
<td>140</td>
</tr>
</tbody>
</table>

Outer body: RAL 7035 - light grey, doors: RAL 5015 - sky blue
- CHS-FAS 950-460 GR, Article No. B80-6255-A
- CHS-FAS 950-660 R, Article No. B80-6256-A
- CHS-FAS 1500-660 GR, Article No. B80-6257-A
- CHS-FAS 1500-960, Article No. B80-6258-A
CHEMICALS AND POISONS CABINETS FOR CANISTER

For safe and regular storage / filling of canister with non-flammable hazardous substances and chemicals in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, door colors available in RAL 7035 - light grey or RAL 5015 - sky blue
- Doors with central cylinder lock
- Ventilation slots in the doors
- With integrated foldable drip-loss protection in order to direct drip-loss into the base sump tray
- Tray-shaped shelves
  - non-tilt, max. load 60 kg / shelf
  - height-adjustable at intervals of 25 mm
- DN 80 ventilation connection for exhaust air extraction on cabinet roof

With inner fittings:

**CHS-KAN 950 / CHS-KAN 950 GL:**
- 3 tray-shaped shelves (EW), powder-coated sheet steel in RAL 7035 - light grey with perforated metal cover; Tray-shaped shelves (EW) with refilling device (either suitable for 5 x 5 liter, 4 x 10 liter or 3 x 20 liter canister)
- Base sump tray (AW), made from powder-coated sheet steel, 3 mm, in RAL 7035 - light grey, with perforated metal cover, as per §19 WHG, with Ü-sign according to steel trough guidelines

---

**Model** | **CHS-KAN 950** | **CHS-KAN 950 GL**
--- | --- | ---
External dimensions W x D x H (mm) | 950 x 500 x 1950 | 950 x 500 x 1950
Internal dimensions W x D x H (mm) | 910 x 440 x 1903 | 910 x 440 x 1903
Sump capacity (l) | AW 1 x 30 / EW 3 x 20 | AW 1 x 30 / EW 3 x 20
Wing doors | 2 | 2 (acrylic glass doors)
Weight (kg) | 110 | 110

**Outer body is always: RAL 7035 - light grey**

Art. No., doors RAL 7035 - light grey | B80-6233-A | B80-6234-A
Art. No., doors RAL 5015 - sky blue | B80-6458-A | B80-6463-A

**Accessories**

<table>
<thead>
<tr>
<th>Articles</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tray-shaped shelf, sheet steel RAL 7035 with perforated metal cover</td>
<td>B80-6235-A</td>
<td>B80-6235-A</td>
</tr>
<tr>
<td>PE-insert for base sump tray, for storage of aggressive media</td>
<td>B80-2828-A</td>
<td>B80-2828-A</td>
</tr>
<tr>
<td>PE-insert for tray-shaped shelf, for storage of aggressive media</td>
<td>B80-6237-A</td>
<td>B80-6237-A</td>
</tr>
<tr>
<td>Safe compartment</td>
<td>B80-6243-A</td>
<td>B80-6243-A</td>
</tr>
</tbody>
</table>
CHEMICALS AND POISONS CABINETS

For safe and regular storage of non-flammable hazardous substances and chemicals also for storage of flammable liquids as per EN 14470-1 / TRGS 510 in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Doors with central cylinder lock
- Ventilation slots in the doors
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- Whole construction tested and approved by an authorized materials testing institute as per EN 14470-1 (type 30 / type 60) with a fire resistance capability of >30 and >60 minutes for the small safety cabinet
- Small safety cabinet with separate cylinder lock
- Central DN 80 ventilation connection for exhaust air extraction of both cabinets on roof
- Ground connection in accordance with BGR 132 (avoidance of sources of ignition)

With inner fittings:

**CHS 950 / SIB 30 / CHS 950 / SIB 60:**
- Made of powder-coated sheet steel in RAL 7035 - light grey
- Model GL with acrylic glass doors

**Chemical cabinet**
- 3 x tray-shaped shelves (EW)

**Safety box as per EN 14470-1**
- Base sump tray (BW) sump capacity 11 liters
- Usable dimensions W x D x H (mm) = 760 x 340 x 440
- Automatic thermal closing mechanism if fire occurs

### CHEMICALS CABINETS FOR SMALL CONTAINERS WITH SAFETY BOX

<table>
<thead>
<tr>
<th>Model</th>
<th>CHS 950 / SIB 30</th>
<th>CHS 950 / SIB 60</th>
<th>CHS 950 GL / SIB 30</th>
<th>CHS 950 GL / SIB 60</th>
</tr>
</thead>
<tbody>
<tr>
<td>External dimensions W x D x H (mm)</td>
<td>950 x 500 x 1950</td>
<td>950 x 500 x 1950</td>
<td>950 x 500 x 1950</td>
<td>950 x 500 x 1950</td>
</tr>
<tr>
<td>Internal dimensions W x D x H (mm)</td>
<td>862 x 467 x 1240</td>
<td>862 x 467 x 1240</td>
<td>862 x 467 x 1240</td>
<td>862 x 467 x 1240</td>
</tr>
<tr>
<td>Sump capacity (l) - EW / BW</td>
<td>2 x 20 / 1 x 11</td>
<td>2 x 20 / 1 x 11</td>
<td>2 x 20 / 1 x 11</td>
<td>2 x 20 / 1 x 11</td>
</tr>
<tr>
<td>Wing doors</td>
<td>2</td>
<td>2</td>
<td>2 (acrylic glass doors)</td>
<td>2 (acrylic glass doors)</td>
</tr>
<tr>
<td>Weight (kg)</td>
<td>145</td>
<td>150</td>
<td>145</td>
<td>150</td>
</tr>
</tbody>
</table>

**Outer body is always: RAL 7035 - light grey**

**Art. No., doors RAL 7035 - light grey**
- CHS 950 / SIB 30: B80-6207-A
- CHS 950 / SIB 60: B80-6208-A
- CHS 950 GL / SIB 30: B80-6214-A
- CHS 950 GL / SIB 60: B80-6215-A

**Art. No., doors RAL 5018 - zinc yellow**
- CHS 950 / SIB 30: B80-6439-A
- CHS 950 / SIB 60: B80-6444-A
- CHS 950 GL / SIB 30: B80-6449-A
- CHS 950 GL / SIB 60: B80-6454-A

**Art. No., doors RAL 6019 - white green**
- CHS 950 / SIB 30: B80-6452-A
- CHS 950 / SIB 60: B80-6457-A
- CHS 950 GL / SIB 30: B80-6452-A
- CHS 950 GL / SIB 60: B80-6457-A

**Art. No., doors RAL 6011 - reseda green**
- CHS 950 / SIB 30: B80-6440-A
- CHS 950 / SIB 60: B80-6445-A
- CHS 950 GL / SIB 30: B80-6450-A
- CHS 950 GL / SIB 60: B80-6455-A

**Art. No., doors RAL 3000 - fire red**
- CHS 950 / SIB 30: B80-6441-A
- CHS 950 / SIB 60: B80-6446-A
- CHS 950 GL / SIB 30: B80-6451-A
- CHS 950 GL / SIB 60: B80-6456-A

**Art. No., doors RAL 6019 - white green**
- CHS 950 / SIB 30: B80-6452-A
- CHS 950 / SIB 60: B80-6457-A
- CHS 950 GL / SIB 30: B80-6452-A
- CHS 950 GL / SIB 60: B80-6457-A

**Accessories**

<table>
<thead>
<tr>
<th>TRAY-SHAPED SHELF, SHEET STEEL RAL 7035</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
<th>Article No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>B80-2826-A</td>
<td>B80-2826-A</td>
<td>B80-2826-A</td>
<td>B80-2826-A</td>
<td></td>
</tr>
</tbody>
</table>

**PERFORATED METAL COVER FOR BASE SUMP TRAY OF SMALL SAFETY CABINET, RAL 7035**

| B80-6213-A | B80-6213-A | B80-6213-A | B80-6213-A |

**PE-INSERT FOR TRAY-SHAPED SHELF, FOR STORAGE OF AGGRESSIVE MEDIA**

| B80-2830-A | B80-2830-A | B80-2830-A | B80-2830-A |

**PE-INSERT FOR BASE SUMP TRAY OF SMALL SAFETY BOX, FOR STORAGE OF AGGRESSIVE MEDIA**

| B80-6523-A | B80-6523-A | B80-6523-A | B80-6523-A |
CHEMICALS AND POISONS CABINETS

CHEMICALS CABINETS FOR 60 LITER DRUMS WITH SAFETY BOX

For safe and regular storage of non-flammable hazardous substances and chemicals also for storage of flammable liquids as per EN 14470-1 / TRGS 510 in workspaces

- Single-wall body made from high-quality powder-coated sheet steel in RAL 7035 - light grey, 6 door colors available - at no extra charge
- Doors with central cylinder lock
- Ventilation slots in the doors
- Tray-shaped shelves
  - non-tilt, max. load 50 kg / shelf
  - height-adjustable at intervals of 25 mm
- Whole construction tested and approved by an authorized materials testing institute as per EN 14470-1 (type 30 / type 60) with a fire resistance capability of >30 and >60 minutes for the small safety cabinet
- Small safety cabinet with separate cylinder lock
- Central DN 80 ventilation connection for exhaust air extraction of both cabinets on roof
- Ground connection in accordance with BGR 132 (avoidance of sources of ignition)

- With inner fittings:
  **CHS 950-2FAS / SIB 30 / CHS 950-2FAS / SIB 60:**
  - Made of powder-coated sheet steel in RAL 7035 - light grey
  - Model GL with acrylic glass doors

**Chemical cabinet**
- 1 x tray-shaped shelf (EW)
- Base sump tray (AW), sump capacity 65 liters, with grid as storage level, made from 3 mm powder-coated sheet steel in RAL 7035 - light grey as per § 19 WHG, with Ü-sign according to steel troughs guidelines

**Safety box as per EN 14470-1**
- Base sump tray (BW) sump capacity 11 liters
- Usable dimensions W x D x H (mm) = 760 x 340 x 440
- Automatic thermal closing mechanism if fire occurs

---

**Model** | CHS 950-2FAS / SIB 30 | CHS 950-2FAS / SIB 60 | CHS 950-2FAS GL / SIB 30 | CHS 950-2FAS GL / SIB 60
--- | --- | --- | --- | ---
External dimensions W x D x H (mm) | 950 x 500 x 1950 | 950 x 500 x 1950 | 950 x 500 x 1950 | 950 x 500 x 1950
Internal dimensions W x D x H (mm) | 862 x 467 x 1240 | 862 x 467 x 1240 | 862 x 467 x 1240 | 862 x 467 x 1240
Sump capacity (l) - EW / AW / BW | 1 x 20 / 1 x 65 / 1 x 11 | 1 x 20 / 1 x 65 / 1 x 11 | 1 x 20 / 1 x 65 / 1 x 11 | 1 x 20 / 1 x 65 / 1 x 11
Wing doors | 2 | 2 | 2 (acrylic glass doors) | 2 (acrylic glass doors)
Weight (kg) | 145 | 150 | 145 | 150

Outer body is always: RAL 7035 - light grey

- **Art. No.**, doors RAL 7035 - light grey: B80-6249-A, B80-6250-A, B80-6251-A, B80-6252-A
- **Art. No.**, doors RAL 5015 - sky blue: B80-6484-A, B80-6489-A, B80-6494-A, B80-6499-A
- **Art. No.**, doors RAL 1018 - zinc yellow: B80-6485-A, B80-6490-A, B80-6495-A, B80-6500-A
- **Art. No.**, doors RAL 6011 - reseda green: B80-6486-A, B80-6491-A, B80-6496-A, B80-6501-A
- **Art. No.**, doors RAL 3000 - fire red: B80-6487-A, B80-6492-A, B80-6497-A, B80-6502-A
- **Art. No.**, doors RAL 6019 - white green: B80-6488-A, B80-6493-A, B80-6498-A, B80-6503-A

**Accessories**

- **Tray-shaped shelf**, sheet steel RAL 7035: B80-2826-A, B80-2826-A, B80-2826-A, B80-2826-A
- **Perforated metal cover for base sump tray of small safety cabinet, RAL 7035**: B80-6213-A, B80-6213-A, B80-6213-A, B80-6213-A
- **PE-insert for tray-shaped shelf, for storage of aggressive media**: B80-2830-A, B80-2830-A, B80-2830-A, B80-2830-A
- **PE-insert for base sump tray of small safety box, for storage of aggressive media**: B80-6523-A, B80-6523-A, B80-6523-A, B80-6523-A